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1. ALL MATERIALS AND METHODS OF CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY ALL MATERIALS AND METHODS OF CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF RALEIGH AND THE STATE OF NORTH CAROLINA STANDARDS AND SPECIFICATIONS. 2. CONTRACTOR SHALL HAVE NORTH CAROLINA ONE CALL (1-800-632-4949) LOCATE ALL CONTRACTOR SHALL HAVE NORTH CAROLINA ONE CALL (1-800-632-4949) LOCATE ALL EXISTING UTILITIES PRIOR TO BEGINNING CONSTRUCTION. 3. CONTRACTOR SHALL VERIFY THE LOCATION AND DEPTH OF ALL EXISTING UTILITIES AND CONTRACTOR SHALL VERIFY THE LOCATION AND DEPTH OF ALL EXISTING UTILITIES AND NOTIFY THE ENGINEER OF ANY DISCREPANCIES OR CONFLICTS PRIOR TO BEGINNING CONSTRUCTION. 4. CONTRACTOR SHALL COORDINATE THE LOCATION OF THE ELECTRIC, GAS, AND TELEPHONE CONTRACTOR SHALL COORDINATE THE LOCATION OF THE ELECTRIC, GAS, AND TELEPHONE SERVICE WITH THE APPROPRIATE UTILITY COMPANY PRIOR  TO BEGINNING CONSTRUCTION. CONTRACTOR SHALL PROVIDE CONDUITS AS REQUIRED FOR THESE UTILITIES UNDER PAVED AREAS. 5. THIS PLAN IS DIAGRAMMATIC AND REPRESENTS THE APPROXIMATE LOCATION OF UTILITIES THIS PLAN IS DIAGRAMMATIC AND REPRESENTS THE APPROXIMATE LOCATION OF UTILITIES UNLESS SPECIFICALLY DIMENSIONED. THE  CONTRACTOR SHALL COORDINATE THE ACTUAL AND PROPOSED LOCATION OF UTILITIES TO AVOID CONFLICTS. 6. CONTRACTOR SHALL COORDINATE THE LOCATION OF THE WATER AND SEWER SERVICE TO THE CONTRACTOR SHALL COORDINATE THE LOCATION OF THE WATER AND SEWER SERVICE TO THE BUILDINGS WITH THE BUILDING PLUMBING CONTRACTOR AND THE BUILDING PLANS. 7. ALL CLEAN-OUTS SHALL BE PROVIDED IN CAST IRON FRAME AND COVER SIMILAR TO WATER ALL CLEAN-OUTS SHALL BE PROVIDED IN CAST IRON FRAME AND COVER SIMILAR TO WATER VALVE BOX. PROVIDE HEAVY DUTY FRAME AND COVER IN PAVED AREAS.  8. ALL MANHOLE AND CLEAN OUT FRAMES AND COVERS/GRATES SHALL BE PAINTED BLACK ALL MANHOLE AND CLEAN OUT FRAMES AND COVERS/GRATES SHALL BE PAINTED BLACK SEMI-GLOSS ENAMEL AFTER INSTALLATION. 9.  CONTRACTOR SHALL PROVIDE PVC CONDUIT(S) UNDER PAVED AREAS FOR POWER TO LIGHT CONTRACTOR SHALL PROVIDE PVC CONDUIT(S) UNDER PAVED AREAS FOR POWER TO LIGHT POLES AND MONUMENT SIGN. 
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AutoCAD SHX Text
UTILITY NOTES

AutoCAD SHX Text
1. ALL MATERIALS & CONSTRUCTION METHODS SHALL BE IN ACCORDANCE WITH CITY OF RALEIGH DESIGN ALL MATERIALS & CONSTRUCTION METHODS SHALL BE IN ACCORDANCE WITH CITY OF RALEIGH DESIGN STANDARDS, DETAILS & SPECIFICATIONS (REFERENCE: CORPUD HANDBOOK, CURRENT EDITION) 2.  UTILITY SEPARATION REQUIREMENTS: UTILITY SEPARATION REQUIREMENTS: A) A DISTANCE OF 100' SHALL BE MAINTAINED BETWEEN SANITARY SEWER & ANY PRIVATE OR PUBLIC WATER SUPPLY SOURCE SUCH AS AN IMPOUNDED RESERVOIR USED AS A SOURCE OF DRINKING WATER. IF ADEQUATE LATERAL SEPARATION CANNOT BE ACHIEVED, FERROUS SANITARY SEWER PIPE SHALL BE SPECIFIED & INSTALLED TO WATERLINE SPECIFICATIONS. HOWEVER, THE MINIMUM SEPARATION SHALL NOT BE LESS THAN 25' FROM A PRIVATE WELL OR 50' FROM A PUBLIC WELL. B) WHEN INSTALLING WATER &/OR SEWER MAINS, THE HORIZONTAL SEPARATION BETWEEN UTILITIES SHALL BE 10'. IF THIS SEPARATION CANNOT BE MAINTAINED DUE TO EXISTING CONDITIONS, THE VARIATION ALLOWED IS THE WATER MAIN IN A SEPARATE TRENCH WITH THE ELEVATION OF THE WATER MAIN AT LEAST 18” ABOVE THE TOP OF THE SEWER & MUST BE APPROVED BY THE PUBLIC UTILITIES  ABOVE THE TOP OF THE SEWER & MUST BE APPROVED BY THE PUBLIC UTILITIES DIRECTOR. ALL DISTANCES ARE MEASURED FROM OUTSIDE DIAMETER TO OUTSIDE DIAMETER C) WHERE IT IS IMPOSSIBLE TO OBTAIN PROPER SEPARATION, OR ANYTIME A SANITARY SEWER PASSES OVER A WATERMAIN, DIP MATERIALS OR STEEL ENCASEMENT EXTENDED 10' ON EACH SIDE OF CROSSING MUST BE SPECIFIED & INSTALLED TO WATERLINE SPECIFICATIONS D) 5.0' MINIMUM HORIZONTAL SEPARATION IS REQUIRED BETWEEN ALL SANITARY SEWER & STORM SEWER FACILITIES, UNLESS DIP MATERIAL IS SPECIFIED FOR SANITARY SEWER E) MAINTAIN 18” MIN. VERTICAL SEPARATION AT ALL WATERMAIN & RCP STORM DRAIN CROSSINGS;  MIN. VERTICAL SEPARATION AT ALL WATERMAIN & RCP STORM DRAIN CROSSINGS; MAINTAIN 24” MIN. VERTICAL SEPARATION AT ALL SANITARY SEWER & RCP STORM DRAIN CROSSINGS.  MIN. VERTICAL SEPARATION AT ALL SANITARY SEWER & RCP STORM DRAIN CROSSINGS. WHERE ADEQUATE SEPARATIONS CANNOT BE ACHIEVED, SPECIFY DIP MATERIALS & A CONCRETE CRADLE HAVING 6” MIN. CLEARANCE (PER CORPUD DETAILS W-41 & S-49)  MIN. CLEARANCE (PER CORPUD DETAILS W-41 & S-49) F) ALL OTHER UNDERGROUND UTILITIES SHALL CROSS WATER & SEWER FACILITIES WITH 18” MIN.  MIN. VERTICAL SEPARATION REQUIRED 3.  ANY NECESSARY FIELD REVISIONS ARE SUBJECT TO REVIEW & APPROVAL OF AN AMENDED PLAN ANY NECESSARY FIELD REVISIONS ARE SUBJECT TO REVIEW & APPROVAL OF AN AMENDED PLAN &/OR PROFILE BY THE CITY OF RALEIGH PUBLIC UTILITIES DEPARTMENT PRIOR TO CONSTRUCTION 4. CONTRACTOR SHALL MAINTAIN CONTINUOUS WATER & SEWER SERVICE TO EXISTING RESIDENCES & CONTRACTOR SHALL MAINTAIN CONTINUOUS WATER & SEWER SERVICE TO EXISTING RESIDENCES & BUSINESSES THROUGHOUT CONSTRUCTION OF PROJECT. ANY NECESSARY SERVICE INTERRUPTIONS SHALL BE PRECEDED BY A 24 HOUR ADVANCE NOTICE TO THE CITY OF RALEIGH PUBLIC UTILITIES DEPARTMENT 5. 3.0' MINIMUM COVER IS REQUIRED ON ALL WATER MAINS & SEWER FORCEMAINS. 4.0' MINIMUM 3.0' MINIMUM COVER IS REQUIRED ON ALL WATER MAINS & SEWER FORCEMAINS. 4.0' MINIMUM COVER IS REQUIRED ON ALL REUSE MAINS

AutoCAD SHX Text
6.  IT IS THE DEVELOPER'S RESPONSIBILITY TO ABANDON OR REMOVE EXISTING WATER & SEWER IT IS THE DEVELOPER'S RESPONSIBILITY TO ABANDON OR REMOVE EXISTING WATER & SEWER SERVICES NOT BEING USED IN REDEVELOPMENT OF A SITE UNLESS OTHERWISE DIRECTED BY THE CITY OF RALEIGH PUBLIC UTILITIES DEPARTMENT. THIS INCLUDES ABANDONING TAP AT MAIN & REMOVAL OF SERVICE FROM ROW OR EASEMENT PER CORPUD HANDBOOK PROCEDURE 7.  INSTALL 3/4" & 1" COPPER WATER SERVICE WITH METER LOCATED AT ROW OR WITHIN A 2'X2' INSTALL 3/4" & 1" COPPER WATER SERVICE WITH METER LOCATED AT ROW OR WITHIN A 2'X2' WATERLINE EASEMENT IMMEDIATELY ADJACENT. NOTE: IT IS THE APPLICANT'S RESPONSIBILITY TO PROPERLY SIZE THE WATER SERVICE FOR EACH CONNECTION TO PROVIDE ADEQUATE FLOW & PRESSURE 8.  INSTALL 4” DIP SEWER SERVICE @ 1.04% MINIMUM GRADE WITH CLEANOUTS LOCATED AT ROW INSTALL 4” DIP SEWER SERVICE @ 1.04% MINIMUM GRADE WITH CLEANOUTS LOCATED AT ROW DIP SEWER SERVICE @ 1.04% MINIMUM GRADE WITH CLEANOUTS LOCATED AT ROW OR EASEMENT LINE & SPACED EVERY 75 LINEAR FEET MAXIMUM 9.  PRESSURE REDUCING VALVES ARE REQUIRED ON ALL WATER SERVICES EXCEEDING 80 PSI; PRESSURE REDUCING VALVES ARE REQUIRED ON ALL WATER SERVICES EXCEEDING 80 PSI; BACKWATER VALVES ARE REQUIRED ON ALL SANITARY SEWER SERVICES HAVING BUILDING DRAINS LOWER THAN 1.0' ABOVE THE NEXT UPSTREAM MANHOLE 10. ALL ENVIRONMENTAL PERMITS APPLICABLE TO THE PROJECT MUST BE OBTAINED FROM     NCDWQ, USACE &/OR FEMA FOR ANY RIPARIAN BUFFER, WETLAND &/OR FLOODPLAIN IMPACTS    (RESPECTIVELY) PRIOR TO CONSTRUCTION. 11. NCDOT / RAILROAD ENCROACHMENT AGREEMENTS ARE REQUIRED FOR ANY UTILITY WORK     (INCLUDING MAIN EXTENSIONS & SERVICE TAPS) WITHIN STATE OR RAILROAD ROW PRIOR TO     CONSTRUCTION. 12. GREASE INTERCEPTOR / OIL WATER SEPARATOR SIZING CALCULATIONS & INSTALLATION     SPECIFICATIONS SHALL BE APPROVED BY THE CORPUD FOG PROGRAM COORDINATOR PRIOR TO    ISSUANCE OF A BUILDING PERMIT. CONTACT STEPHEN CALVERLEY AT (919) 996-3245 OR     STEPHEN.CALVERLEY@RALEIGHNC.GOV FOR MORE INFORMATION 13. CROSS-CONNECTION CONTROL PROTECTION DEVICES ARE REQUIRED BASED ON DEGREE OF     HEALTH HAZARD INVOLVED AS LISTED IN APPENDIX-B OF THE RULES GOVERNING PUBLIC WATER    SYSTEMS IN NORTH CAROLINA. THESE GUIDELINES ARE THE MINIMUM REQUIREMENTS. THE DEVICES SHALL MEET AMERICAN SOCIETY OF SANITARY ENGINEERING (ASSE) STANDARDS OR BE ON THE UNIVERSITY OF SOUTHERN CALIFORNIA APPROVAL LIST. THE DEVICES SHALL BE INSTALLED AND TESTED (BOTH INITIAL AND PERIODIC TESTING THEREAFTER) IN ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATIONS OR THE LOCAL CROSS-CONNECTION CONTROL PROGRAM, WHICHEVER IS MORE STRINGENT. CONTACT JOANIE HARTLEY AT (919) 996-5923 OR JOANIE.HARTLEY@RALEIGHNC.GOV FOR MORE INFORMATION



GSPublisherVersion 539.9.20.96

840

31MAY2018

MCRD 17-59

Th
ur

sd
ay

, M
ay

 3
1,

 2
01

8

2018, BUNN - BRANTLEY ENTERPRISES, INC.

B
U

N
N

 - 
B

R
A

N
TL

E
Y

 E
N

TE
R

P
R

IS
E

S
, I

N
C

.

P
H

O
N

E
 2

52
 9

77
-9

11
1,

 F
AX

 2
52

 9
77

-4
60

5
R

O
C

K
Y

 M
O

U
N

T,
 N

O
R

TH
 C

AR
O

LI
N

A 
27

80
4

38
9 

IN
S

TR
U

M
E

N
T 

D
R

IV
E

R
A

LE
IG

H
, N

O
R

TH
 C

A
R

O
LI

N
A

 2
78

04

84
0

71
03

 L
O

U
IS

B
U

R
G

 R
O

A
D

B
U

N
N

 - 
B

R
A

N
TL

E
Y

 E
N

TE
R

P
R

IS
E

S
, I

N
C

.

TH
ES

E 
D

R
AW

IN
G

S 
AN

D
 S

PE
C

IF
IC

AT
IO

N
S 

AR
E 

O
W

N
ED

 A
N

D

W
IT

H
O

U
T 

P
R

IO
R

 W
R

IT
TE

N
 C

O
N

S
E

N
T.

 A
N

Y
 U

N
A

U
TH

O
R

IZ
E

D

C
O

N
TA

IN
ED

 H
ER

EI
N

 M
AY

 S
U

BJ
EC

T 
SU

C
H

 P
ER

SO
N

S 
TO

U
SE

 O
R

 D
IS

C
LO

SU
R

E 
O

F 
TH

E 
PR

O
PR

IE
TA

R
Y 

IN
FO

R
M

AT
IO

N

C
O

P
Y

R
IG

H
TE

D
 B

Y
 B

U
N

N
 - 

B
R

A
N

TL
E

Y
 E

N
TE

R
P

R
IS

E
S

, I
N

C
.

A
N

D
 N

O
T 

TO
 B

E
 U

S
E

D
, C

O
P

IE
D

, O
R

 D
U

PL
IC

AT
ED

C
R

IM
IN

AL
 A

N
D

 C
IV

IL
 P

EN
AL

TI
ES

 A
N

D
 D

AM
AG

ES
.

P
H

O
N

E
 2

52
 9

77
-9

11
1,

 F
AX

 2
52

 9
77

-4
60

5
R

O
C

K
Y

 M
O

U
N

T,
 N

O
R

TH
 C

AR
O

LI
N

A 
27

80
4

38
9 

IN
S

TR
U

M
E

N
T 

D
R

IV
E

B
IN

G
O

'S

C
AR

W
AS

H

P
R

O
JE

C
T

SHEET NO.

CAD FILE:

PROJECT

DRAWN BY:

DATE:

MCRD

A9.3
ELEVATIONS

6'-0" 20'-4" 6'-0" 19'-11" 6'-0" 20'-4" 4'-0" 14'-0" 4'-0"

2'-0"

15'-0"

18'-8"

23'-0"
21'-8"

12'-0"

27'-0"

36'-3"

26'-0"

0" FINISH FLOOR
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12
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FOR

SIGNAGE

TO STOREFRONT

TO ROOF

BO SOFFIT

BO STOREFRONT

BO METAL COPING

TO EIFS PANEL

BO EIFS PANEL

TO METAL COPING

AVERAGE EXISTING GRADE 254.3

NEW
GRADE

257'

SCALE: 1/8"   =    1'-0"

1 FRONT ELEVATION
A9.3

TRANSPARENCY ZONED CX-3-PK

DISTRICT = CX
0'-12' AFF TOTAL AREA = 1,207 SQ FT
1,207 x 33% = 398.31 SQ FT OF GLASS
398.31 x 50% = 199.16 SQ FT OF GLASS BETWEEN 3' & 8' AFF
605 SQ FT OF GLASS PROVIDED
304 SQ FT OF GLASS BETWEEN 3' & 8'
OVER HEAD DOOR OPENING 168 SQ FT

12'-27' AFF TOTAL AREA = 331 SQ FT
331 x 20% = 66.20 SQ FT OF GLASS
114 SQ FT OF GLASS PROVIDED



GSPublisherVersion 539.9.20.96

840

31MAY2018

MCRD 17-59

Th
ur

sd
ay

, M
ay

 3
1,

 2
01

8

2018, BUNN - BRANTLEY ENTERPRISES, INC.

B
U

N
N

 - 
B

R
A

N
TL

E
Y

 E
N

TE
R

P
R

IS
E

S
, I

N
C

.

P
H

O
N

E
 2

52
 9

77
-9

11
1,

 F
AX

 2
52

 9
77

-4
60

5
R

O
C

K
Y

 M
O

U
N

T,
 N

O
R

TH
 C

AR
O

LI
N

A 
27

80
4

38
9 

IN
S

TR
U

M
E

N
T 

D
R

IV
E

R
A

LE
IG

H
, N

O
R

TH
 C

A
R

O
LI

N
A

 2
78

04

84
0

71
03

 L
O

U
IS

B
U

R
G

 R
O

A
D

B
U

N
N

 - 
B

R
A

N
TL

E
Y

 E
N

TE
R

P
R

IS
E

S
, I

N
C

.

TH
ES

E 
D

R
AW

IN
G

S 
AN

D
 S

PE
C

IF
IC

AT
IO

N
S 

AR
E 

O
W

N
ED

 A
N

D

W
IT

H
O

U
T 

P
R

IO
R

 W
R

IT
TE

N
 C

O
N

S
E

N
T.

 A
N

Y
 U

N
A

U
TH

O
R

IZ
E

D

C
O

N
TA

IN
ED

 H
ER

EI
N

 M
AY

 S
U

BJ
EC

T 
SU

C
H

 P
ER

SO
N

S 
TO

U
SE

 O
R

 D
IS

C
LO

SU
R

E 
O

F 
TH

E 
PR

O
PR

IE
TA

R
Y 

IN
FO

R
M

AT
IO

N

C
O

P
Y

R
IG

H
TE

D
 B

Y
 B

U
N

N
 - 

B
R

A
N

TL
E

Y
 E

N
TE

R
P

R
IS

E
S

, I
N

C
.

A
N

D
 N

O
T 

TO
 B

E
 U

S
E

D
, C

O
P

IE
D

, O
R

 D
U

PL
IC

AT
ED

C
R

IM
IN

AL
 A

N
D

 C
IV

IL
 P

EN
AL

TI
ES

 A
N

D
 D

AM
AG

ES
.

P
H

O
N

E
 2

52
 9

77
-9

11
1,

 F
AX

 2
52

 9
77

-4
60

5
R

O
C

K
Y

 M
O

U
N

T,
 N

O
R

TH
 C

AR
O

LI
N

A 
27

80
4

38
9 

IN
S

TR
U

M
E

N
T 

D
R

IV
E

B
IN

G
O

'S

C
AR

W
AS

H

P
R

O
JE

C
T

SHEET NO.

CAD FILE:

PROJECT

DRAWN BY:

DATE:

MCRD

A9.4
ELEVATIONS

36'-3"

27'-0"

15'-0"

18'-8"

23'-0"
21'-8"

12'-0"

8
12

8
12

AREA
FOR

SIGNAGE

TO ROOF

BO SOFFIT

TO EIFS PANEL

BO EIFS PANEL

TO METAL COPING

TO OVER
HEAD DOOR

36'-3"

23'-0"

18'-8"

15'-0"

27'-0"

7'-2"

21'-8"

12'-0"

8
12

8
12

TO ROOF

BO SOFFIT

TO EIFS PANEL

BO EIFS PANEL

TO METAL COPING

TO OVER
HEAD DOOR

TO DOOR

SCALE: 1/8"   =    1'-0"

1 RIGHT ELEVATION
A9.4SCALE: 1/8"   =    1'-0"

2 LEFT ELEVATION
A9.4

TRANSPARENCY ZONED CX-3-PK

DISTRICT = CX
0'-12' AFF TOTAL AREA = 415 SQ FT
415 x 33% = 136.95 SQ FT OF GLASS
136.95 x 50% = 68.48 SQ FT OF GLASS BETWEEN 3' & 8' AFF
55 SQ FT OF GLASS PROVIDED
154 SQ FT OF GLASS & OPEN SPACE BETWEEN 3' & 8'
OVER HEAD DOOR OPENING 193 SQ FT

12'-27' AFF TOTAL AREA = 331 SQ FT
331 x 20% = 66.20 SQ FT OF GLASS
131 SQ FT OF GLASS PROVIDED

NOT REQUIRED ON THIS VIEW
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